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Get more lift

Capable of handling 
600PSI!

Enjoy a softer ride

AND save money!

Dominator D2500
P/N 58343

Dominator D2600
P/N 58616



SECTION  A-A

 

2B7 C.O.M./SINGLE PORT 58616P/N:

A A

1.13

2.75

1.38

Max. extended ht. - 12.5"
Min. compressed ht. - 2.8"

.63 Thread depth

.63 Thread depth

7.00Ø

5.55Ø

8.0" Max. dia.
@ 100 psi

1/2-14 NPT
(Air fitting)

3/8-16 UNC - 2B
2 PLACES
(Mounting thread)

1.38

2.75

3/8-16 UNC - 2B
3 PLACES
(Mounting thread)

Dominator 
D2500

     P/N 58343

Design 
height 
range

5.5”-7.5”

Usable 
stroke

7.7”

Load range 294-2096 lb

Maximum 
pressure

600 psi
restrained

Force to 
compress

75 lb

Free 
standing 
height (0 psi)

8.25”

Air fitting 
max torque

finger tight + 
1.5-2 turns

Mounting 
thread max 
torque

20 ft-lb

Dominator 
D2600

     P/N 58616

Design 
height 
range

6.0”-9.0”

Usable 
stroke

9.7”

Load range 349-3055 lb

Maximum 
pressure

600 psi
restrained

Force to 
compress

80 lb

Free 
standing 
height (0 psi)

8.0”

Air fitting 
max torque

finger tight + 
1.5-2 turns

Mounting 
thread max 
torque

20 ft-lb

TOP VIEW
 

 

BOTTOM VIEW
 

A A

3/8-16 UNC - 2B
(Mounting thread)

1/2-14 NPT
(Air fitting)

1.75

.875

3/8-16 UNC - 2B
2 PLACES
(Mounting thread)

.875

.63 Thread depthSECTION  A-A

Max. extended ht. - 10.5"
Min. compressed ht. - 2.8"

6.00Ø
4.55Ø

7.0" Max. dia.
@ 100 psi

3 Thread depth.6


